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MDT KiBro Browser Software

for KNX Touch Panel VisuControl Plus 8 inch  
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Further documents:

Data sheets:    
https://www.mdt-group.com/for-professionals/downloads/datasheets.html  

Assembly and operating instructions:     
https://www.mdt-group.com/for-professionals/downloads/assembly-and-operation-instructions.html

Solution proposals for MDT products:         
https://www.mdt-group.com/for-professionals/tips-tricks.html
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2   Introduction
MDT KiBro is a kiosk browser app that enables the display of web content in full screen mode. It is particu-
larly suitable for accessing web-based systems for which no dedicated native app is available.

Integrated mechanisms for cache and memory management ensure stable operation even during continu-
ous data transmission and prevent performance issues. 

Notes:

MDT KiBro can also open external links, so if you try to open a URL on the device, KiBro will appear in the 
list of app that can display them.

If an older version of MDT KiBro was previously used, it may be necessary to re-link the app in the launcher 
after updating to version 1.4. The settings,will be retained.

Further information about the MDT KiBro Browser is available from MDT technical support.

2.1   Requirements

MDT KiBro requires at least Android 2.3 (API level 9) to run. Installation on devices with a lower Android 
version is not possible.
    

Figure 1: Warning message: Device is not supported

The app is designed exclusively for MDT Android panels with Android 2.3.4 or higher, such as the MDT 
Touch Panel VisuControl Plus 8 inch. On other devices that meet the minimum requirements, the app can 
be installed, but a corresponding warning message will appear when it is started.

OK

Device not supported!
MDT KiBro was developed and released exclusively for the 
MDT Touch Panel with Android. Further information can be 
found on the website www.mdt.de

After confirming the displayed message, the app will closed 
automatically 
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2.2   First Start

When the app is started for the first time, no target website is configured yet. Instead, a corresponding 
information message is displayed.
   

Figure 2: Warning message: URL not configured

This screen will be displayed every time MDT KiBro is started until a configuration has been made. Further 
information on configuration can be found in chapter 4   Settings.

The app settings can be opened using the button in the centre of the screen. The URL of the web applica-
tion to be displayed can be entered there.

No URL configured, open settings and specify the URL to be 
displayed! 

Settings
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3   Main View
The main view of MDT KiBro consists of a full-screen web view in which the configured URL is displayed. 
    

Figure 3: Main view with menu displayed

Central controls of the app are available via the menu, which can be accessed using the virtual (1) or 
hardware menu button of the device.

Settings
This button opens the system settings of the KiBro Browser. Detailed information about the individual 
menu items can be found in chapter 4   Settings.

Reload last URL
This button starts loading the currently configured URL. This is necessary if the contents of the page need 
to be updated.

Load default URL
Clicking this button will load the URL specified in the system settings.

Restart app
Clicking this button closes the app, clears the cache and automatically restarts the app after a short delay.

Information
After pressing this button, general information such as the app version number will be displayed.

Notes:
•	 Access to the settings can be protected by a password, so that only authorised personnel can make 

changes. The password is set in the settings; by default, no password is set. If no password is set, 
access to the settings is granted without a prompt.

•	 Navigation within a page may be implemented using scripts that change the page content without 
reloading the page. When reloading the last or current URL, the standard content of the page will be 
loaded, which may differ from the content currently displayed.

Settings InformationRestart appLoad default URLReload last URL
6655443322
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4   Settings
The settings can be accessed via the app menu, or via the dedicated button if no standard URL has been 
configured yet. 

4.1   WEB

This submenu contains various settings for web navigation and visualisation.

Default URL
The standard URL is the web address that is automatically loaded when the KiBro app starts. It is also 
loaded when the "Load standard URL" button is pressed in the settings menu.
Whenever the standard URL is changed, the cached data will be deleted the next time the main view is 
opened. The standard URL can be either a conventional URL or an IP address.

Note: Correct behaviour or display cannot be guaranteed if the website uses special plug-ins. It is recom-
mended that you use only pages with basic HTML content.

Accept insecure SSL connections
By enabling this checkbox, insecure SSL connections will be accepted automatically. For security reasons, 
this option is disabled by default.
If the option is disabled and an insecure SSL connection is established, a dialogue will appear to confirm 
the loading process. If the option is enabled, insecure SSL connections are accepted and loaded automati-
cally without prompting.

Zoom
By enabling this checkbox, the zoom function for the displayed website is enabled. This option is disabled 
by default.
After activation, web content can be zoomed in and out using a two-finger gesture. Additionally, corre-
sponding zoom buttons will be displayed on the screen.

Java Script
This checkbox determines whether JavaScript may be executed within websites. If the option is disabled, 
no JavaScript will be executed. This function is enabled by default.

Back button
The "Back button" option allows you to configure the behaviour of the device's physical or virtual back 
button within the app.
The following options are available:
•	 Close app: When the back button is pressed, the app will be closed.
•	 Navigate back in browser history: When the back button is pressed, if possible, one step will be taken 

back in the browser history and the previous page will be loaded.
By default, the back button is configured to close the app.
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4.2   Advanced settings

Password protection
This option enables password protection for the settings area. By default, no password is set, so access to 
the settings is possible without protection. Once a password has been set, a password prompt appears 
when opening the settings. Access is then only possible after entering the correct password. This protects 
the settings from unauthorised access.
When changing the password, the current password must first be entered. Then the new password must 
be entered twice; both entries must match. 
If no password is currently set or no password is to be assigned, the corresponding fields can be left blank.

App autostart
If this option is enabled, the app will start automatically as soon as the device's boot process is complete. 
If required, a delay for the autostart can also be configured, for example to ensure that a network connec-
tion is already established before the standard URL is loaded. By default, app autostart is disabled
When using MDT KiBro on the MDT Touch Panel VisuControl Plus 8, it is recommended to use this autostart 
function instead of the function integrated in the MDT Launcher.

Fullscreen mode
This option determines whether MDT KiBro is run in full-screen mode. If the option is disabled, the top 
status bar remains visible.

Keep display on
This option determines whether the device should prevent the display from being switched off.
•	 Enabled: The display remains on as long as the main view is in the foreground, provided the device is 

configured accordingly.
•	 Disabled: The app does not interfere with power management, so the device can switch off the display 

according to the system settings.

Auto-hide
This option allows you to configure a time limit after which the app will automatically close. If the app is 
not used within the set period, it will be closed. Every interaction with the app resets the timer. 
By default, the timeout is set to 0, which means the function is disabled and the app is not closed automat-
ically.

Hardware acceleration
This option allows you to enable or disable hardware acceleration.
If there are graphical errors or incorrectly displayed elements, enabling or disabling this setting may lead 
to an improvement.

Reload on start
This option allows you to configure automatic reloading on startup and is enabled by default.
•	 Enabled: The last used URL will be reloaded every time the main view is opened to ensure up-to-date 

content.
•	 Disabled: The last loaded content will be displayed unchanged.
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4.3   Memory

Empty cache
This option allows you to manually clear the app cache. All cached data will be removed and the standard 
URL will then be loaded. This is helpful to ensure that up-to-date content is displayed. 

Memory control
This option allows you to configure the app's memory management and is disabled by default.
The following settings are available:
•	 Off: The cache is not cleared automatically.
•	 Scheduled: The cache is cleared automatically at specified intervals. For this, a corresponding interval 

must be defined.
•	 Automatic: The app independently monitors the memory status of the app and device and clears the 

cache when necessary, provided defined criteria are met.

Clear interval (only when "Memory management" → "Scheduled")
This option sets the interval at which the cache is automatically cleared. The input is in minutes. 

4.4   Information

This category contains various information about the app.

The first section includes app information as well as general details such as the app version, copyright 
notices, and a link to the MDT Privacy Policy.

The second section contains contact information for MDT, including website, email address, and telephone 
number. These can be used for support requests or to obtain further information.
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5   Index

5.1   Register of illustrations

   

6   Appendix

6.1   Disclaimer

Even after careful testing, full compatibility with hardware and software cannot be guaranteed.
No liability is accepted for this.
Necessary corrections will be taken into account in future versions of this document.
Technical changes and errors excepted.

6.2   History

V 1.0 First version of the manual V 1.4 - 1445 06 / 2026
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